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SITE LAYOUT PLAN

1" = 30' - 0'

1-800-242-1776

CALL BEFORE YOU DIG!
PENNSYLVANIA LAW REQUIRES
3 WORKING DAYS NOTICE FOR

CONSTRUCTION PHASE AND 10 WORKING
 DAYS IN DESIGN STAGE - STOP CALL

Pennsylvania One Call System, Inc.

UNDERGROUND UTILITIES

1
L101

SITE LAYOUT PLAN - DIMENSIONING
SCALE: 1" = 30'

NOTES 
1. PRIOR TO CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR LOCATING

ALL UNDERGROUND UTILITIES AND SHALL AVOID DAMAGE TO ALL UTILITIES
DURING INSTALLATION. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ALL
DAMAGE TO UTILITIES, STRUCTURES, SITE APPURTENANCES, ETC., WHICH MAY
OCCUR AS A RESULT OF CONSTRUCTION.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL PERMITS
NECESSARY TO COMPLETE THE WORK.

3. INLETS SHALL BE MAINTAINED SO AS NOT TO ALLOW ANY SEDIMENT OR DEBRIS
TO PREVENT THE FLOW OF WATER INTO THE INLETS. ANY OBSTRUCTIONS TO
THE PIPE SHOULD BE REMOVED.

4. CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE FIELD AND
REPORT ANY DISCREPANCIES IN THE SITE SURVEY TO THE OWNER AND/OR
LANDSCAPE ARCHITECT PRIOR TO STARTING ANY WORK

5. AT ALL LOCATIONS WHERE EXISTING CURBING, BITUMINOUS, CONCRETE
ROADWAY OR CONCRETE SIDEWALK ABUT NEW CONSTRUCTION, THE EDGE OF
THE EXISTING CURB OR PAVEMENTS SHALL BE SAW CUT TO A CLEAN, SMOOTH
EDGE.

6. WHERE NEW PAVING OR EARTHWORK MEETS EXISTING PAVING OR EARTHWORK
SMOOTHLY BLEND LINE AND GRADE OF EXISTING WITH NEW.

7. GENERAL CONTRACTOR TO FINE GRADE ALL DISTURBED BEDS & PLANTING
AREAS IN PREPARATION FOR LANDSCAPE CONTRACTOR.

8. KLAVON DESIGN ASSOCIATES, INC. IS NOT RESPONSIBLE FOR LINER,
WATERPROOFING, DRAINAGE FROM ROOF, WEIGHT LOAD BEARING ISSUES,
MAINTENANCE, SAFETY, AND MEANS AND/OR METHODS OF THE CONTRACTOR
INSTALLING OUR WORK.

9. REFER TO SPECIFICATIONS FOR SITE MATERIAL SELECTIONS.
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420 Boylston Street
Boston, Massachusetts 02116-3866
617.262.2760 fax 617.262.9512
arch@goodyclancy.com
www.goodyclancy.com

ISSUED: 04/30/2020

04/30/2020

Eleven Stanwix Street
Pittsburgh, Pennsylvania 15222
412.281.1337
media@ikminc.com
ikminc.com

CONSULTANT

CONSTRUCTION DOCUMENTS

48 S 15th Street
Pittsburgh, Pennsylvania 15203
412.394.1181
rwolf@klavondesign.com
www.klavondesign.com

KLAVON DESIGN ASSOCIATES, INC.
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SEEDED MEADOW
MIX (SHADY)
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SITE LAYOUT PLAN - JOINT SPACING
SCALE: 1" = 30'

NORTH

0' 15' 30' 60'

GRAPHIC SCALE

NORTH

0' 15' 30' 60'

GRAPHIC SCALE

LEGEND

05/09/2022 Bulletin 20 20
12/07/2022 Bulletin 27 27

28

04/21/2023 Bulletin 28 28

CONES AND CAUTION TAPE
AROUND AREA OF WORK

SIDEWALK CLOSED SIGNAGESIDEWALK CLOSED SIGNAGE

CONCRETE TRUCK DURING
PLACEMENT (30 MIN) WITH

FLAGGERS
(FRIDAY, 03/08)

MATERIAL AND EQUIPMENT
STAGING DURING WORK

STAGING
(THURSDAY, 03/07 THROUGH FRIDAY, 03/08)

SCHEDULE: 
Working Hours: 7am - 3:30pm
Thursday, 03/07 - Excavate, Form, Reinforce Base
Friday, 03/08 - Place concrete base
Week of 03/11 - Strip and rub base to match seat wall finish

Remaining work to be scheduled: 
- Drill and Epoxy Base Plate
- Excavate and place belgian block pavers
- Demo and remove bollards
- Set Artwork
- Finalize site lighting


